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cable from battery. After towing, start engine within 15 minutes of reconnecting battery cable. For automatic
transmission and push-button start: release parking brake; activate ignition, press START/STOP button, press
brake pedal, then shift to NEUTRAL and release www.motorhome.com 2013 GUIDE TO DINGHY TOWING |
17

dinghy towing guide | MotorHome Magazine
Towing a dinghy vehicle behind your motorhome is a popular choice for transportation once set-up in an RV
park. Here’s how to outfit and protect... 2019 Dinghy Towables Sneak Peek Dinghy Towing September 27, 2018

RV.Net Open Roads Forum: Dinghy Towing: 2013 Escape Flat Tow
The 2012 MH Dinghy guide advises you can flat tow a 2012. The Ford dealer checked the Ford web site for the
2013 Escape, and it advised "NO" to flat towing the 2013. I asked him to check the 2012 and it said "NO" also,
contradicting the MH Dinghy guide. Is anyone flat towing a Ford Escape, 2012 or 2013 models?

75
geous. Want to know more? The 2013 Guide to Dinghy Towing provides a selection of in-formative articles and
a listing of new vehicles ready-made to enhance your RVing lifestyle. Granted, no manufacturer has yet to engineer a plug-and-play setup directly from the factory, but it’s never been simpler to equip both dinghy and
motorhome for road duty.

MORE THAN 95 TOWABLES
While many new chassis are rated to handle at least 4,000 pounds of dinghy weight, certain lux- ury coaches
today carry gross combined weight ratings ( GCWR) of 60,000 pounds or more — with up to 25 percent of that
available for towing. The focus of the annual dinghy towing guide is the dinghies themselves.

What Cars Can Be Flat Towed Behind an RV? | Edmunds
The Dinghy's the Thing The alternative is flat towing, also called "four-down towing" or "dinghy towing." It
involves attaching a tow bar to a suitable car, SUV or pickup and letting the vehicle roll along behind the RV on
its own four tires (thus four-down towing).

Best Dinghy Towing Vehicles for 2018 | MotorHome Magazine
If a vehicle isn’t approved for dinghy towing by the manufacturer, can’t be towed at least 55 mph and/or has a
distance limit of less than 200 miles before some maintenance procedure is required (starting/running the
engine, etc.) then it doesn’t make our list.

Dinghy Towing 2014
Dinghy Towing 2014 Whether you want economy, style or utility, this year’s crop of dinghy towables offers
something for everyone by Chris Hemer T he practice of towing a vehicle four- wheels-down behind a
motorhome is still the most convenient way for owners to get around once they’ve reached their destina - tion.

